## GDRA-5416 16-ChanneIEmheidididVIB



- Supports Iive display, as well as recorded playback of full 1080 p $(1920 \times 1080)$ for all channels

Auto-detects between AHD and standard 960 H cameras

Real time display and recording rates
e. AVI and proprietary backup with watermark via USB port

- Supports mobile phone surveillance applications for both Android and iPhone

Network connectivity utilizing remote client software with support for multi-site viewing and network backup
e. HDMI, VGA and BNC video outputs

R RS-485 PTZ control
-3 4 alarm inputs / 1 alarm output
e] 2 audio channels
ef Rack-mountable / 1.5 U


> Contact your Crest Representative today to learn more about this product

## Proutuct Data:GDRA-541616-Channel Embeatided DVR



Rear Panel

| Model Number | CDRA-5416 |
| :---: | :---: |
| Performance | AHD / 960H, Pentaplex |
| Video Compression | H264 |
| Video Inputs | 16 (BNC) |
| Video Output | 1 HDMI, 1 VGA, 1 BNC |
| Audio Inputs | 2 (RCA) |
| Audio Output | 1 (RCA) |
| Display | 240 fpe |
| Recording Frame Rate | 240 fps 1080p |
| Recording Resolution | Up to $1920 \times 1080$ (1080p) |
| Recording Modes | Manual, Motion, Schedule |
| Recording Schedule | By Hour / Day \& Channel |
| Display Screens | $1,4,8,9,13 \& 16$ |
| HDD Capacity | 4 HDO / Up to 32TB |
| Backup Media | USB |
| Alarm / Relay | 4/1 |
| PTZ Control | RS-485 Support |
| Network Supported Type | TCPIIP (Dynamic IP Support), DHCP, DDNS |
| Network Software | Remote Client, Smart Phone App |
| Network Audio | Live, Playback, Two Way Network Audio |
| System Control | USB Mouse / Front Panel |
| System | Watchdog System Also Recovery |
| Dimensions | $171 / 4^{*}(\mathrm{~W}) \times 21 / 4^{*}(\mathrm{H}) \times 12^{\prime \prime}(\mathrm{D})$ |
| Power | $12 \mathrm{vDC}, 7.5 \mathrm{Amp}$ |

Spercalications andept io chenge

