CJ-2812C-S
1/3” Color Vandal-Proof Dome Camera
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380 lines of resolution
0.2 lux with f2.0 lens
Vari-focal 3.3-12mm auto iris lens
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Automatic gain control, white balance and
backlight compansation
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Hi-speed auto electronic shutter
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12vDC, low consumption of only 2 watts
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High impact polycarbonate construction
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Fully environmental
S Compactsize—55/8" diax 3 3/8"h
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ProductData; CJ-2812C-S 1/3” Color Vandal-Proof Dome Camera

Top Vie

33/8”

7

Side View

TO 12vDC
Power source

Model Number

Image Pick-Up Device
Effective Picture Elements
Horizontal Resolution
Minimum [llumination
S/N Ratio

Auto Electronic Shutter
Auto Iris Control
Flickerless Mode

Gamma Characteristic
Lens Furnished

Focal Length/Aperture Ratio
Angle Field of View

Auto Gain Control

Auto White Balance

Back Light Compensation
Scanning System
Synchronous System
Video Output

Power Supply

Power Consumption
Operating Temperature

Dimensions

1/3" CCD Sony Super HAD

CJ-2812C-S

NTSC: 510x492 (HxV)

380 TV Lines

0.2 Lux @ F2.0

More than 48dB

NTSC: 1/60-1/100,000s

DC drive iris control

NTSC: 1/100s, ON/OFF switchable

0.45

3.3-12mm

f=3.3~12mm / F1.5~360

Wide=83.9°x61.9°; Tele=23.91°x17.93°

Automatic

Yes

Automatic

Interlace 2:1

Internal, negative sync

1Vp-p /75 ohms

DC 12v +/-10%

DC 12v, 50/60Hz, 2.16w

14~ 122°F

55/8” diax 33/8" h
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Specifications subject to change
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