‘S 1/3" CCD Digital Pixim System*
image sensor

Wide Dynamic Range (WDR)
High resolution (540 lines)
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Low light color image processing (0.1lux)
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Ultra low light b/w image processing (0.08Iux)
DSS & OSD function built in
Backlight compensation
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Supports DC style auto iris lenses
Dual voltage — 24vAC / 12vDC
Auto trace white balance

i o & @

2-year warranty

* Lens not included “illﬂﬂ seclll'iw Since 1914
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AUTO IRIS
AC24V/IDC12V /

Rear Panel
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21/2"

Model Number
Product Description
Image Area

Pickup Elements
Scanning System
Sync System

Video Output

Lens Mount
Resolution

Gamma Correction
Minimum [llumination
S/N Ratio

Power Source
Power Consumption
Ambient

Dimension

Weight

Shutter Control

Backlight Compensation

Iris Control

Gain Control
Aperture Correction
Audio Output

White Balance

CP-95P

Digital Pixim System® Day/Night WDR Camera

4.9mm(v) x 3.7mm(h)

768(h) x 454(v) 1/3” IT CCD- EIA

EIA 2:1 Interlace EIA, V:60Hz, H:15.750KHz

Internal

1 Vpp Composite Output / 75 ohms

CS Mount

540 TV Lines

0.45

0.1 Lux Color; 0.08 Lux B/W (DSS)

48dB

DC12V / AC24V (+/-10%)

DC / AC: 5.0W (max)

50 ~ 122°F / 30 ~ 90% RH

21/2"wx 2 1/8"h x 4 7/8"|

7 0z (max)

Auto: 1/60 ~ 1/100,000 sec

Multi-zone Selectable

DC Auto Iris Lens

On / Off (Selectable)

Horizontal & Vertical Direction

1 Vpp- 1K ohms

Auto Trace White Balance

J

Specifications subject to change

Video Security Since 1974



