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Web Surveillance Program

The web surveillance program offers the following functions when connecting with a CDV S-7000
series DVR using an internet browser:

- Real timeimage surveillance

- Real time audio

- Image sear ch by date and time

- PTZ control

- Real time sensor event notification
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Note To use Web surveillance function, “ Use Network” and “Use

Web” must be checked in networ k window of DVR environ-
ment setting screen.

Web connection protocol isTCP/IPand port number is80

If port number ischanged from thedefault port 80, then theport
number must beadded after theaddressin theweb browser
addresswindow. Example: http://192.168.1.25: 7300/
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Web connection, Satic Ip on DVR
A static IPisan P address that never changes. To connect to a static | P enter the IP addressin the
web browser address window. An example IP would be 65.85.107.120.

Web Connection, Dynamic IPon DVR
A dynamic IP address is one that changes frequently. If you use adynamic,

DV R should be connected with external DDNS. Enter the DDNS domain in the internet browser
address window. An example of thistype of addressis Crest.dyndu.net.

[ Note

connecting DVR with external DDNS.

Refer to Appendix of DVR User Guide for information on ]




Connection

To connect, enter IPor DDNS domain of DVR in address window of web browser. The first time the
connectionismade, programwill be automatically downloaded. You will receivethe message bel ow. Check
“ Alwaystrust content fromUriel Systemsinc.” and click “yes’.
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Note | Windows Xp SP2 usersare asked to install Active X as shown in the
image below.

click to install ActiveX

Internet Explorer - Security Warning

Do you want to install this software?
Name: WebSurvedlance
Publisher: URTEL SYSTEM INC.
(] tore options [ mstan [oont instal |
‘Whibs files from the Internet can be useful, this file bype can potentially harm
your computer, Only instal L blishers you trust, What's the risk?

Install activeX controls




Survelllance Operation

After installing the web browser controls, the Surveillance screen appears. The image below shows
the different functions of the surveillance screen.

log-in  log out

PTZ controls

= SCreen divisions

=== sensor/relay alarms

cameraselection

Log-in

Click thelog-inicon and thelog-in window appears. Therearetwo optionsfor loggingin: Guest, which
doesnot requireauser id or password (must haveanonymoususer checked in DVR system settings
or guest will not connect) or connection, which requiresauser id and password. Toview livevideo from
DVR, sdlect Real timemode from thelog-in window. To view recorded video, select Search modeand
enter date and timeto begin playback. Seeimage below.

I Connection [3-_(]

user id and password needed if guest mode is not used

< §uest mode connect if guest mode is checked no password is needed
< Eeal time moa live video mode
<! Searchmode search video mode

date and time for search mode
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Log Out
Clicking the log out icon ends the connection.

PTZ Controls
PTZ function alows for limited control of PTZ camera. The image belows shows the PTZ functions.

Pan/Tilt control adjusts the camera direction up,

down, left, right, and diagonally.

Zoom control adjusts the zoom in and out.

Focusadjuststhefocusinand out.

Note | PTZ camera must beinstalled and set up in
DVR before PTZ isfunctional

Split Screen
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B— Rotates image in order of split screen

g— Movesimage to next screen in split screen

Clicking an icon changes the surveillance
screen into desired split screen.




Sensor/Relay Alarms

Sensor/Relay displaysreal time alarm events. Sensor alarms display in Red. Relay controlsdisplay in

blue when activated.
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Camera Selection Control

Used when in single camera display mode to select camerato display.

Surveillancel mage
When theimageisthe selected image, the boundary will bered.

Connect Channel

Individual cameras can be searched by right clicking in the camera area. The popup menu appears as
shown below. Cameracan beviewedin either live or playback mode. Up to 16 live or playback channels

can be sdl ected in combination with different Sites.

]Channel

]sne name  [DVRSYSTEM =l
}:ddress [192.168.1.25

Select thecameraand viewing mode (live or
playback). If playback is selected, then set date
andtimefor playback. Click OK.

1Camera |1 CH vI /Note )
jm R aer |f plqyback isselected and imageis
not displayed after search hasstarted,
 Search mode it ispossible that theimage has been
overwritten or thereisnorecorded
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